
SAFETY BARRIER 
GUIDELINES 

FOR HOME POOLS 



S wimming pools should always 
be happy places. Unfortunately, 
each year thousands of American families 

confront swimming pool tragedies - drownings 
and near-drownings of young children. These 
tragedies are preventable. This U.S. Consumer 
Product Safety Commission (CPSC) handbook 
offers guidelines for pool barriers that can help 
prevent most submersion incidents involving 
young children. 

This handbook is designed for use by owners, 
purchasers, and builders of residential pools, 
spas, and hot tubs. 

The swimming pool barrier guidelines are not 

a CPSC standard and are not mandatory require- 
ments. Therefore, the Commission does not 
endorse these guidelines as the sole method to 
minimize pool drownings of young children. 
The Commission believes, however, that the 

safety features recommended in this handbook 
will help make pools safer. Publication of this 

handbook is expected to promote pool safety 
awareness among owners, purchasers and 
builders of swimming pools. 

Some localities have incorporated the guide- 
lines in this handbook into their building codes. 
Check with your local authorities to see whether 
these guidelines are included in your area’s 
building code or in other regulations. 



Why the Swimming Pool 
Guidelines Were Developed 

E 
ach year, hundreds of young 
children die and thousands 
come close to death due to 

submersion in residential swimming 
pools. CPSC has estimated that each 

year about 300 children under 5 years 
old drown in residential swimming 
pools. The Commission estimates 
hospital emergency room treatment is 
required for approximately another 
2,300 children under 5 years of age 
who were submerged in residential 
pools. 

In the late 198Os, CPSC did an 
extensive study of swimming pool 
accidents, both fatal drownings and 

near-fatal submersions, in California, 
Arizona and Florida, states in which 
home swimming pools are very 
popular and in use during much of 
the year. The findings from that study 
led Commission staff to develop the 

guidelines in this handbook. 

l In California, Arizona and Florida, 
drowning was the leading cause of 
accidental death in and around the 
home for children under the age of 5 

years. 

l 75 percent of the children involved 
in swimming pool submersion or 
drolvning accidents \vere between 
I and 3 years old. 

l Boys between I and 3 years old 
were the most likely victims of fatal 
drownings and near-fatal submer- 
sions in residential s\vimming pools. 

l Most of the victims were being 
supervised by one or both parents 
when the swimming pool accident 
occurred. 

l Nearly half of the child victims 
were last seen in the house before the 
pool accident occurred. In addition, 
23 percent of the accident victims 
were last seen on the porch or patio, 
or in the yard. 

This means that fully 69 percent of 
the children who became victims in 
swimming pool accidents were not 
expected to be in or at the pool, but 
were found drowned or submerged 
in the water. 

l 65 percent of the accidents occur- 
red in a pool owned by the victim’s 
immediate family, and 33 percent of 
the accidents occurred in pools 
owned by relatives or friends. 

l Fewer than 2 percent of the pool 
accidents were a result of children 
trespassing on property where they 

didn’t live or belong. 

l 77 percent of the swimming pool 
accident victims had been missing for 
five minutes or less when they were 
found in the pool drowned or sub- 
merged. 

The speed with which swimming 
pool drownings and submersions can 
occur is a special concern: by the time 
a child’s absence is noted, the child 
may have drowned. Anyone who has 
cared for a toddler knows how fast 
young children can move. Toddlers 
are inquisitive and impulsive and 
lack a realistic sense of danger. These 
behaviors, coupled with a child’s 
ability to move quickly and unpre- 
dictably, make swimming pools 
particularly hazardous for housholds 
with young children. 

Swimming pool drownings of 
young children have another particu- 
larly insidious feature: these are silent 
deaths. It is unlikely that splashing or 
screaming will occur to alert a parent 
or caregiver that a child is in trouble. 

CPSC staff have reviewed a great 
deal of data on drownings and child 
behavior, as well as information on 
pool and pool barrier construction. 
The staff concluded that the best way 
to reduce child drownings in residen- 
tial pools was for pool owners to 
construct and maintain barriers that 
would prevent young children from 
gaining access to pools. However, 
there are no substitutes for diligent 
supervision. 
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THE SWIMMING POOL BARRIER GUIDELINES 

How to Prevent a Child 
from Getting OVER a Pool Barrier 

T 
his section explains the CPSC 
swimming pool barrier guidelines 
with illustrated descriptions of 

pool barriers. Definitions of terms used 
in the guidelines are pmvided on page 6. 

The definition of pool includes spas 
and hot tubs; the swimming pool barrier 
guidelines therefore apply to these 
structures as well as to conventional 
swimming pools. 

A successful pool barrier 
prevents a child from getting 

OVER,UNDER,orTHROUGH 
and keeps the child from 
gaining access to the pool 
except when supervising 

adults are present. 

A young child can get 
over a pool barrier if 

the barrier is too low or if 
the barrier has handholds 
or footholds for a child to 
use when climbing. 

The guidelines recom- 
mend that the top of a pool 

barrier be at least 48 inches 
above grade, measured on 
the side of the barrier which 
faces away from the swim- 
ming pool. 

Guidelines recommend 
eliminating handholds and 
footholds and minimizing 
the size of openings in a 
barrier’s construction. 

For a Solid Barrier: 
No indentations or protru- 
sions should be present, 
other than normal construc- 
tion tolerances and masonry 
joints. 
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For a Barrier (Fence) 
Made Up of Horizontal 
and Vertical Members: 

If the distance between the 
tops of the horizontal 
members is less than 45 

inches, the horizontal 
members should be on the 
swimming pool side of the 
fence. The spacing of the 
vertical members should not 
exceed 131 inches. This size 
is based on the foot width of 
a yhoung child and is intended 
to reduce the potential for a 
child to gain a foothold. If 
there are any decorative cut- 
outs in the fence, the space 
within the cutouts should 
not exceed 1% inches. 



. 

If the distance between the 
tops of the horizontal 
members is more than 45 
inches, the horizontal 
members can be on the side 
of the fence facing away 
from the pool. The spacing 
between vertical members 
should not exceed 4 inches. 
This size is based on the 
head breadth and chest 
depth of a young child and 
is intended to prevent a 
child from passing through 
an opening. Again, if there 
are any decorative cutouts in 
the fence, the space within 
the cutouts should not 
exceed 1% inches. 
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For a Chain Link Fence: 

The mesh size should not 
exceed 1 VI inches square 

n 

unless slats, fastened at the 
top or bottom of the fence, 
are used to reduce mesh 
openings to no more than 
lti inches. 

For a Fence Made Up 
of Diagonal Members 
(Latticework): 

The maximum opening in 
the lattice should not exceed 
13’4 inches. 

For Aboveground Pools: 

Aboveground pools should 
have barriers. The pool 
structure itself serves as a 
barrier or a barrier is 
mounted on top of the pool 
structure. 

Then, there are two 
possible ways to prevent 
young children from climb- 
ing up into an aboveground 
pool. The steps or ladder 
can be designed to be 

secured, locked or removed 
to prevent access, or the 
steps or ladder can be 
surrounded by a barrier 
such as those described 
above. 



How to Prevent 
a Child From 
Getting UNDER 
a Pool Barrier 

How to Prevent 
a Child From 
Getting THROUGH 
a Pool Barrier 

F or any pool barrier, the 

the bottom of the barrier 
should not exceed 4 inches 

maximum clearance at 

above grade, when the 
measurement is done on the 
side of the barrier facing 
away from the pool. 

Aboveground Pool with 
Barrier on Top of Pool: 

If an aboveground pool has 
a barrier on the top of the 
pool, the maximum vertical 
clearance between the top of 
the pool and the bottom of 
the barrier should not 
exceed 4 inches. 
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P 
barrier can be done by 

reventing a child from 

restricting the sizes of 
openings in a barrier and by 

getting through a pool 

using self-closing and self- 
latching gates. 

To prevent a young child 
from getting through a fence 
or other barrier, all openings 
should be small enough so 
that a 4 inch diameter sphere 
can not pass through. This 
size is based on the head 
breadth and chest depth of a 
young child. 

Gates: 

There are two kinds of gates 
which might be found on a 
residential property. Both 
:an play a part in the design 
af a swimming pool barrier. 

Pedestrian Gates: 

These are the gates people 
walk through. Swimming 
pool barriers should be 
equipped with a gate or 
gates which restrict access to 
the pool. A locking device 
should be included in the 
gate design. Gates should 
apen out from the pool and 
should be self-closing and 
self-latching. If a gate is 
properly designed, even if 
the gate is not con;pletely 
latched, a young child 
pushing on the gate in order 
to enter the pool area will at 
least close the gate and may 
actually engage the latch. 

When the release mecha- 
nism of the self-latching 
device is less than 54 inches 
from the bottom of the gate, 
the release mechanism for 
th6 gate should be at least 3 
inches below the top of the 
gate on the side facing the 
pool. Placing the release 
mechanism at this height 
prevents a young child from 
reaching over the top of a 
gate and releasing the latch. 

Also, the gate and barrier 
should have no opening 
greater than l/2 inch within 
18 inches of the latch release 
mechanism. This prevents a 
young child from reaching 
through the gate and 
releasing the latch. 

All Other Gates 
(Vehicle Entrances, Etc.): 

Other gates should be 
equipped with self-latching 
devices. The self-latching 
devices should be installed 
as described for pedestrian 
gates. 



When the House Wall 
Forms Part of the 
Pool Barrier: 

In many homes, doors open 
directly onto the pool area 
or onto a patio which leads 
to the pool. 

In such cases, the wall of 
the house is an important 
part of the pool barrier, and 
passage through any doors 
in the house wall should be 
controlled by security 
measures. The importance 
of controlling a young child’s 
movement from house to 
pool is demonstrated by the 

statistics obtained during 
CPSC’s study of pool 
incidents in California, 
Arizona and Florida: almost 
half (46 percent) of the 
children who became 
victims of pool accidents 
were last seen in the house 

just before they were found 
in the pool. 

All doors which give 
access to a swimming pool 
should be equipped with an 
audible alarm which sounds 
when the door and/or 
screen are opened. The 
alarm should sound for 30 
seconds or more immediately 

after the door is opened. 
The alarm should be loud: at 
least 85 dBA (decibels) when 
measured 10 feet away from 
the alarm mechanism. The 
alarm sound should be 
distinct from other sounds 
in the house, such as the 

telephone, doorbell and 
smoke alarm. The alarm 
should have an automatic 
reset feature. 

Because adults will want 
to pass through house doors 
in the pool barrier without 
setting off the alarm, the 
alarm should have a switch 
that allows adults to tempo- 
rarily deactivate the alarm 
for up to 15 seconds. The 
deactivation switch could be 
a touchpad (keypad) or a 
manual switch, and should 
be located at least 54 inches 
above the threshold of the 

door covered by the alarm. 
This height was selected 
based on the reaching ability 
of young children. 

Power safety covers can 
be installed on pools to 
serve as security barriers. 
Power safety covers should 
conform to the specifications 
in ASTM F 1346-91. This 
standard specifies safety 
performance requirements 
for pool covers to protect 
young children from drown- 
ing. 

If you wish further infor- 
mation on this standard, 
contact ASTM, Inc., Phila- 
delphia, Pa. (formerly the 
American Society for Testing 
& Materials), directly. 

Self-closing doors with 
self-latching devices could 
also be used to safeguard 
doors which give ready 
access to a swimm.ing pool. 

Indoor Pools: 

When a pool is located 
completely within a house, 
the walls that surround the 
pool should be equipped to 
serve as pool safety barriers. 
Measures recommended 
above where a house wall 
serves as part of a safety 
barrier also apply for all the 

walls surrounding an indoor 
pool. 
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T 
he preceding explana- 
tions of the US. 
Consumer Product 

Safety Commission’s pool 
barrier guidelines were 
provided in order to make it 
easier for pool owners, 
purchasers, builders, techni- 
cians and others to under- 
stand and apply the guide- 
lines themselves. Detailed 
guidelines follow. Reading 
the following guidelines in 
conjunction with the dia- 
grams previously provided 
may be especially helpful. 
For further information, 
consult your local building 
department or code authority. 

BARRIERS FOR RESIDENTIAL 
SWIMMING POOL, SPAS, AND HOT TUBS 

Application 
The guidelines presented in this 
document are intended to provide a 
means of protection against potential 
drownings and near-drownings to 
children under 5 years of age by 
restricting access to residential 
swimming pools, spas, and hot tubs. 

Definitions 
Aboveground/onground pool. See 
definition of swimming pool. 

Barrier. A fence, a wall, a building 
wall or a combination thereof which 
completely surrounds the swimming 
pool and obstructs access to the 
swimming pool. 

Hot tub. See definition of swimming 
pool. 

lngrouncl pool. See definition of 
swimming pool. 

Residential. That which is situated 
on the premises of a detached one- or 
two-family dwelling or a one-family 
townhouse not more than three 
stories in height. 

Spa, nonportable. See definition of 
swimming pool. 

Spa, portable. A non-permanent 
structure intended for recreational 
bathing, in which all controls, water- 
heating, and water-circulating equip- 
ment are an integral part of the 
product and which is cord-connected 
(not permanently electrically wired). 

Swimming pool. Any structure 
intended for swimming or recreational 
bathing that contains water over 24 
inches deep. This includes inground, 
aboveground, and onground swimming 
pools, hot tubs, and spas. 

Swimming pool, indoor. A swimming 
pool which is totally contained within a 
structure and surrounded on all four 
sides by walls of said structure. 

Swimming pool, outdoor. Any 
swimming pool which is not an indoor 

pool. 

Guidelines 
Section 1. Outdoor Swimming Pool 

An outdoor swimming pool, including 
an inground, aboveground, or 
onground pool, hot tub, or spa, should 
be provided with a barrier which 
complies with the following: 

1. The top of the barrier should be at 
least 48 inches above grade measured 
on the side of the barrier which faces 
away from the swimming pool. The 
maximum vertical clearance between 
grade and the bottom of the barrier 
should be 4 inches measured on the 
side of the barrier which faces away 
from the swimming pool. Where the 
top of the pool structure is above 
grade, such as an aboveground pool, 
the barrier may be at ground level, 
such as the pool structure, or mounted 
on top of the pool structure. Where the 
barrier is mounted on top of the pool 
structure, the maximum vertical 
clearance between the top of the pool 
structure and the bottom of the barrier 
should be 4 inches. 

2. Openings in the barrier should not 
allow passage of a 4-inch diameter 
sphere. 

3. Solid barriers, which do not have 
openings, such as a masonry or stone 
wall, should not contain indentations or 
protrusions except for normal 
construction tolerances and tooled 
masonry joints. 



4. Where the barrier is composed 
of horizontal and vertical members 
and the distance between the tops 
of the horizontal members is less 
than 45 inches, the horizontal 
members should be located on the 
swimming pool side of the fence. 
Spacing between vertical members 
should not exceed 1 % inches in 
width. Where there are decorative 
cutouts, spacing within the cutouts 
should not exceed 1 % inches in 
width. 

5. Where the barrier is composed 
of horizontal and vertical members 
and the distance between the tops 
of the horizontal members is 45 
inches or more, spacing between 
vertical members should not exceed 
4 inches. Where there are decora- 
tive cutouts, spacing within the 
cutouts should not exceed 1% 
inches in width. 

6. Maximum mesh size for chain 
link fences should not exceed 
1% inch square unless the fence is 
provided with slats fastened at the 
top or the bottom which reduce the 
openings to no more than 1 % 
inches. 

7. Where the barrier is composed 
of diagonal members, such as a 
lattice fence, the maximum opening 
formed by the diagonal members 
should be no more than 1 % inches. 

8. Access gates to the pool should 
comply with Section I, Paragraphs 1 
through 7, and should be equipped 
to accommodate a locking device. 
Pedestrian access gates should 
open outward, away from the pool, 
and should be self-closing and have 
a self-latching device. Gates other 
than pedestrian access gates 
should have a self-latching device. 
Where the release mechanism of 

the self-latching device is located less 
than 54 inches from the bottom of the 
gate, (a) the release mechanism 
should be located on the pool side of 
the gate at least 3 inches below the 
top of the gate and (b) the gate and 
barrier should have no opening 
greater than l/2 inch within 18 inches 
of the release mechanism. 

9. Where a wall of a dwelling serves 
as part of the barrier, one of the 
following should apply: 

(a) All doors with direct access to the 
pool through that wall should be 
equipped with an alarm which pro- 
duces an audible warning when the 
door and its screen, if present, are 
opened. The alarm should sound 
continuously for a minimum of 30 
seconds, immediately after the door is 
opened. The alarm should have a 
minimum sound pressure rating of 85 
dBA at 10 feet and the sound of the 
alarm should be distinctive from other 
household sounds, such as smoke 
alarms, telephones, and door bells. 
The alarm should automatically reset 
under all conditions. The alarm should 
be equipped with manual means, such 
as touchpads or switches, to tempo- 
rarily deactivate the alarm for a single 
opening of the door from either direc- 
tion. Such deactivation should last for 
no more than 15 seconds. The 
deactivation touchpads or switches 
should be located at least 54 inches 
above the threshold of the door. 

(b) The pool should be equipped with a 
power safety cover which complies 
with ASTM F1346-91 listed below. 

(c) Other means of protection, such as 
self-closing doors with self-latching 
devices. are acceptable so long as the 
degree of protection afforded is not 
less than the protection afforded by (a) 
or (b) described ab;Yi:. 

10. Where an aboveground pool 
structure is used as a barrier or 
where the barrier is mounted on top 
of the pool structure, and the means 
of access is a ladder or steps, then 
(a) the ladder to the pool or steps 
should be capable of being secured, 
locked or removed to prevent 
access, or (b) the ladder or steps 
should be surrounded by a barrier 
which meets Section I, Paragraphs 
1 through 9. When the ladder or 
steps are secured, locked, or 
removed, any opening created 
should not allow the passage of a 
4-inch diameter sphere. 

Section II. Indoor Swimming Pool. 

All walls surrounding an indoor 
swimming pool should comply with 
Section I, Paragraph 9. 

Section Ill. Barrier Locations. 

Barriers should be located so as to 
prohibit permanent structures, 
equipment or similar objects from 
being used to climb the barriers. 

Exemptions 

A portable spa with a safety cover 
which complies with ASTM F1346-91 
listed below should be exempt from 
the guidelines presented in this 
document. But, swimming pools, 
hot tubs, and non-portable spas with 
safety covers should not be exempt 
from the provisions of this document. 

ASTM F1346-91. Standard Perfor- 
mance Specification for Safety Covers 
and Labeling Requirements for All 
Covers for Swimming Pools, Spas apd 
Hot Tubs. 



For hurther information, write; 

U.S. Chnsumer Product Safety Commission 
Wdhgton, D.C. 20207 

To report a product hazard or a 
pfuduct-related injury, write to the 

U.S. Consumer Product Safety Commission, 
Washington, D.C. 20207, 

or call the toll-free hotline: l- 800-638-2772. 

A teletypewriter for the hearing and 
epeaking impaired is available on: 

l-800-638-8270, 

Ttis document is in the public domain. Therefore it 
may be reproduced, in part or in whole, without 
permission by an individual or organization. 
However, if it is reproduced,the Commission would 
appreciate knowing how it is used. 

Write the U.S. Consumer Product Safety Commission, 
Office of Information and Public Affairs, 
Washington, D.C. 20207. 
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